
SECTION II NM 44/03

NAVIGATION PUBLICATIONS
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SAILING DIRECTIONS CORRECTIONS

PUB 120               2 Ed 2001                      LAST NM 42/03
Page 35—Line 2/L; insert after:
Cautions 35

(NIMA) 44/03

Page 35—Line 23/R; insert after:
Cautions

The Canadian Coast Guard’s Marine Communications and
Traffic Services (MCTS) is in the process (2003) of install-
ing Automatic Identification System (AIS) equipment at
selected radio sites associated at MCTS Centers (Comox) for
testing purposes. The AIS equipment is in an operational test
status. Mariners may observe an AIS ICON identifying a
shore-based station on their AIS display.

(Can NM 8W/03, Section 3) 44/03

PUB 124               8 Ed 2001                      LAST NM 39/03
Page 9—Line 31/L; insert after:

A bridge, with a vertical clearance of 41m, crosses the
Suriname River about 1 mile upstream of Paramaribo, as
seen on the chart.

When vessels approach the bridge, they shall have both
anchors cleared and crewman standing by to employ them if
needed.

(US NM 32/01) 44/03

PUB 172               9 Ed 2001                      LAST NM 43/03
Page 216—Line 42/L; read:
7.3m, is marked by a lighted buoy at the N end of an atoll-
like

(US NM 41/62440/03) 44/03

Page 217—Line 60/L; read:
and W of Creagh Shoal Lighted Buoy, W of Dalma Lighted
Buoy,

(US NM 41/62440/03) 44/03

Page 217—Line 7/R; read:
Lighted Buoy are intended for local traffic of light draft, and

(US NM 41/62440/03) 44/03

PUB 180               3 Ed 2002                      LAST NM 42/03
Page 85—Lines 47 to 50/R; read:

Pilotage regulations apply, with minor exemptions, to all
coastal

(BA NP 286(2)) 44/03

Page 87—Lines 12 to 13/L; read:
Measurement.
(BA NP 286(2)) 44/03

Page 87—Line 31/L; read:
e-mail. Requests should include:
(BA NP 286(2)) 44/03

COAST PILOT CORRECTIONS

COAST PILOT 3               36 Ed 2003        Change No. 17
                                                                    LAST NM 43/0
Page 214—Paragraph 218, lines 2 to 3; read:
from Delaware River to Lobdell Canal and 38 feet in a turn
ing basin opposite the Wilmington Marine ...

(19/03 CG5) 44/03

Page 227—Paragraph 414, lines 4 to 7; read:
mouth of the creek. A fixed highway bridge (I-295) crosse
Crosswicks Creek at Mile 0.0 and has a clearance of 35 f

(CL 1022/03) 44/03

Page 267—Paragraph 39, line 6; read:
has a width of 30 feet and a clearance of 8 feet. In Augu
2003, a replacement fixed highway bridge was under co
struction with a design clearance of 17 feet. An overhead 

(32/03 CG5; CL 1518/03) 44/03

Page 284—Paragraph 126, lines 3 to 4; read:
mile eastward ofMile Creek entrance. In October 2002, the
reported controlling depth was 8.9 feet in the ...

(DD 3807) 44/03

Page 284—Paragraph 128, lines 3 to 4; read:
Locklies Creek. In October 2002, the channel had a repor
controlling depth of 1.4 feet.

(DD 3807) 44/03

Page 288—Paragraph 191, lines 3 to 4; read:
Great Wicomico River Light. In August 2002, the reporte
controlling depth was 8.3 feet through the entrance, then
6.0 feet ...

(DD 4173) 44/03

Page 288—Paragraph 192, lines 3 to 4; read:
channel, marked by daybeacons, in August 2002 had a
ported controlling depth of 5.5 feet. Greater depths are
side.

(DD 3954) 44/03

Page 318—Paragraph 99, line 5; read:
daybeacon marks the shoal extending 0.4 mile south of the

(20/03 CG5; LL/03) 44/03

Page 328—Paragraph 17, line 5; read:
low water; a light marks the entrance.

(23/03 CG5; LL/03) 44/03
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SECTION II NM 44/03

COAST PILOT 3 (Continued)
Page 342—Paragraph 216, line 7 to Paragraph 217, line 1;
read:
be obtained in town.

Chart 12270

Eastern Bay, the approach to Claiborne, St. Michaels, ...
(NOS/03; DOLE/03) 44/03

COAST PILOT 4               35 Ed 2003        Change No. 15
                                                                    LAST NM 42/03
Page 280—Paragraph 115, line 7; read:
southeastward of Harvey Point. A depth of about 8.8 feet can
be ...

(DB 1553) 44/03

Page 348—Paragraph 80, line 4; read:
21 highway bridge in May 2001; thence in June 2003, 5.4
feet ...

(DB 1789) 44/03

Page 366—Paragraph 88, lines 8 to 9; read:
entrance from seaward without local knowledge. In March
2003, the reported controlling depth was 10.5 feet from ...

(DB 964) 44/03

Page 370—Paragraph 146, lines 6 to 10; read:
an alternate route of the Intracoastal Waterway. In March
2003, the reported midchannel controlling depth in Frederica
River was 6.5 feet.

(DB 964) 44/03

Page 461—Paragraph 132, lines 4 to 6; read:
connect the waterway with Little River Inlet. In August
2003, a reported controlling depth of 8.3 feet was available
with local knowledge to the town of ...

(DB 2231) 44/03

COAST PILOT 7               35 Ed 2003        Change No. 14
                                                                    LAST NM 42/03
Page 301—Paragraph 164; read:

A special anchorageis just S of the breakwater. (See
110.1and110.126, chapter 2, for limits and regulations.) A
seasonal special anchorage and mooring areais just E of
Municipal Wharf No. 2. Mariners operating in the vicinity of
Monterey Harbor are requested to avoid transiting through
this area. Mooring or anchoring is restricted based on current
weather conditions. Permission to moor or anchor may be
obtained through the Office of the Harbormaster.

(CL 1056/03; NOS 18685) 44/03

Page 301—Paragraph 171, line 8; read:
be contacted by phone at 831-646-3950 or by the ...

(CL 1056/03; Internet/03) 44/03
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